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KMA-B-ATV10-1

Please read your Owner’s Manual carefully and watch the safety video provided by your Dealer. Kawasaki ATV Models are designed for off  road use only. Familiarise yourself with 
all warning labels attached to your ATV and never allow the ATV to be operated by children under 16 unless the model is specifi cally designed for that use. For ATVs designed for 
riders under 16, please refer to the owner’s manual for information regarding minimum rider age. When riding an ATV always wear an approved helmet, eye protection, gloves and 
protective clothing. Ride carefully, never carry a passenger and always keep your feet on the footrests or fl oorboards. Never exceed the ATV’s maximum load carrying or towing 
capacities. Never ride an ATV under the infl uence of drugs or alcohol. Kawasaki reserves the right to change, without notice, specifi cations, colours, materials and other items. 
Models shown may not be available or may diff er from those in the brochure, some images are not the current model, some models might be shown with options or accessories.

Dealer Info
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Brute Force 750 4x4i Brute Force 650 4x4 WORKHORSE 360 4x4 WORKHORSE KLF300 WORKHORSE KLF250 
KFX450R / 

Monster Energy KFX450R
KFX90 KFX50

Engine Type 4-stroke, SOHC, liquid cooled, v-twin
4-stroke,SOHC, air cooled, single 

cylinder
4-stroke,SOHC, air cooled, single 

cylinder
4-stroke,SOHC, air cooled, single 

cylinder
4-stroke, DOHC, Liquid cooled 

single cylinder
4-stroke,SOHC, fan cooled, single 

cylinder
4-stroke,SOHC, air cooled, single 

cylinder

Displacement 749 cm³ 633 cm³ 362 cm³ 290 cm³ 228 cm³ 449 cm³ 90 cm³ 49.5 cm³

Fuel System Electronic Fuel Injection:
ø36 mm x 2 (Mikuni)

Keihin CVKR - D32 x 2 Keihin CVK 34 Keihin CVK32 Mikuni VM24SS
Electronic Fuel Injection

Keihin 42 x 1
Keihin PTE 16

Starting Electric Electric with recoil back-up Electric with recoil back-up Electric Electric and kick starter backup

Transmission Continuously variable belt-drive transmission with high and low range, plus reverse, and Kawasaki Engine 
Brake Control

Five-speed-plus reverse with automatic clutch
Five-speed-plus reverse with 

manual clutch
Continuously variable transmission, centrifugal clutch.

Final Drive Selectable four-wheel drive with Variable Front Differential Control, shaft
Shaft 2WD

with Dual Mode differential
Shaft 2WD O-Ring Chain 2WD Chain 2WD

Suspension

Front
Independent double wishbone, 
5-way adjustable preload shock 

absorbers.
Independent Macpherson strut

Independent double wishbone 
dual shocks with 5-way adjustable 

preload 
Independent,single A-arm

Dual “A” arm, stepless adjustable 
spring preload, compression and 

rebound damping
Independent, single A-arm

Rear
Independent double wishbone, 
5-way adjustable preload shock 

absorbers.

Aluminium swingarm with gas 
charged rear shock absorber, 
stepless preload adjustment.

Aluminium swingarm with gas 
charged rear shock absorber, 5 way 

preload adjustment

Semi-independent Quad-Link with 
dual adjustable preload shocks.

Semi-independent Quad-Link with 
dual shocks.

Monoshock, gas charged rear 
shock absorber, stepless preload 
adjustment, rebound and high and 
low speed compression damping 

adjustments

Swingarm.

Ground Clearance Centre of Chassis - 247 mm
Rear Final Gear Case - 185 mm. 

Centre of Chassis - 230 mm
Rear Final Gear Case - 195 mm. 

Centre of Chassis - 250 mm.
195 mm 155 mm 108 mm rear axle 100 mm rear axle 85 mm rear axle

Wheel travel
Front 171 mm 170 mm 170 mm 125 mm 115 mm 215 mm 71 mm 71 mm

Rear 200 mm 184 mm 180 mm 120 mm 125 mm 254 mm 74 mm 74 mm

Brakes
Front Dual hydraulic discs with twin piston callipers

Dual hydraulic disc with single 
piston callipers

Hydrualic Drum x 2 Mechanical drums
Dual hydraulic discs with twin 

piston callipers
Mechanical drum

Rear Sealed, oil-bathed, multi-disc Mechanical Drum x 2 Mechanical drum
Disc with single piston calliper and 

mechanical parking brake
Hydraulic Disc

Wheels
Front 12.0 × 6.0 12.0 × 6.0 12.0 × 6.0 10.0 × 7.0 9.0 × 6.0 10.0 × 5.5 8.0 × 5.5 7.0 × 5.0

Rear 12.0 × 7.5 12.0 × 7.5 12.0 × 7.5 10.0 × 8.0 10.0 × 8.5 9.0 × 8.0 8.0 × 7.0 7.0 × 5.0

Tyre Size
Front 25 × 8-12 Tubeless 25 × 8-12 Tubeless 25 × 8-12 Tubeless 22 × 9-10 Tubeless 21 × 8-9 Tubeless 21 × 7-10 Tubeless   18 × 7-8 Tubeless 16 × 8-7 Tubeless

Rear 25 × 10-12 Tubeless 25 × 10-12 Tubeless 25 × 10-12 Tubeless 24 × 11-10 Tubeless 22 × 10-10 Tubeless 20 x 10-9 Tubeless 18 × 9-8 Tubeless 16 × 8-7 Tubeless

L x W x H mm 2,195×1,166 × 1,233 2,185×1,212×1,164 2,065×1,205×1,175 1,910×1,160×1,065 1,780×1,120×1,040 1,806×1,170×1,064 1,425×905×925 1,400×880×910

Wheelbase 1,284 mm 1,294 mm 1,250 mm 1,210 mm 1,115 mm 1,255 mm 965 mm 965 mm

Seat height 903 mm 862 mm 910 mm 750 mm 730 mm 786 mm 650 mm 635 mm

Fuel capacity 19 litres 18 litres 13.5 litres 9 litres 10 litres 10 litres 5.5 litres 5.5 litres

Curb Mass 296 kg 297 kg 290 kg 239 kg 195 kg 179 kg 119 kg 109 kg

Vehicle Max Load 215 kg incl rider & cargo 215 kg incl rider & cargo 205 kg incl rider & cargo 188 kg incl rider & cargo 130 kg incl rider & cargo 114 kg max load rider only 85 kg max rider only 85 kg max rider only

Max Load Front Rack 40 kg 40 kg 40 kg 32 kg 20 kg n/a n/a n/a

Max Load Rear Rack 80 kg 80 kg 70 kg 63 kg 30 kg n/a n/a n/a

Max Towing Capacity
*including trailer & cargo 

Tow hitch: 40 kg
Towable weight: 567 kg*

Tow hitch: 40 kg
Towable weight: 567 kg*

Tow hitch: 40 kg
Towable weight: 500 kg*

Tow hitch: 14 kg
Towable weight: 317 kg*

Tow hitch: 14 kg
Towable weight: 204 kg*

n/a n/a n/a

Colours Lime Green Lime Green Sunbeam Red Aztec Red Sunbeam Red Lime Green / Black Lime Green Lime Green 




